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(57) ABSTRACT

A screwdriver includes a handle, a screwdriver head coupled
to the handle, and a conduit reamer coupled to the handle. The
conduit reamer includes a first cylindrical portion having a
first sidewall with a first diameter, and a second cylindrical
portion positioned partially within and extending out of the
first cylindrical portion. The second cylindrical portion has a
second sidewall with a second diameter. The second diameter
is smaller than the first diameter such that a gap is formed
between the first and second sidewalls. The conduit reamer
also includes a blade having a reaming edge positioned in the
gap between the first and second sidewalls.

18 Claims, 3 Drawing Sheets
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SCREWDRIVER INCLUDING A CONDUIT
REAMER

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims priority to U.S. Provisional Patent
Application No. 61/529,310, filed Aug. 31, 2011, the entire
contents of which are incorporated by reference herein.

FIELD OF THE INVENTION

The present invention relates to hand tools and, more par-
ticularly, to screwdrivers including conduit reamers.

BACKGROUND

Conduits, such as pipes, are commonly cut with saw blades
to various desired lengths. Saw blades, however, may leave
burs or otherwise rough edges on ends of the conduits after
cutting. Conduit reamers are typically used to ream or debur
the ends of these conduits in order to clean and smooth the
ends.

SUMMARY

In one embodiment, the invention provides a screwdriver
including a handle, a screwdriver head coupled to the handle,
and a conduit reamer coupled to the handle. The conduit
reamer includes a first cylindrical portion having a first side-
wall with a first diameter, and a second cylindrical portion
positioned partially within and extending out of the first cylin-
drical portion. The second cylindrical portion has a second
sidewall with a second diameter. The second diameter is
smaller than the first diameter such that a gap is formed
between the first and second sidewalls. The conduit reamer
also includes a blade having a reaming edge positioned in the
gap between the first and second sidewalls.

In another embodiment, the invention provides a handle, a
tool bit including a screwdriver head, and a conduit reamer
coupled to the handle. The conduit reamer includes a first
cylindrical portion having a first sidewall with a first diameter,
and a second cylindrical portion positioned partially within
and extending out of the first cylindrical portion. The second
cylindrical portion has a second sidewall with a second diam-
eter. The second diameter is smaller than the first diameter
such that a gap is formed between the first and second side-
walls. The conduit reamer also includes a third cylindrical
portion positioned partially within and extending out of the
second cylindrical portion. The third cylindrical portion has a
third sidewall with a third diameter. The third diameter is
smaller than the second diameter such that a gap is formed
between the second and third sidewalls. The conduit reamer
further includes a bit receiver positioned within the third
sidewall. The bit receiver defines a bore that receives the tool
bit. The conduit reamer also includes a blade having a first
reaming edge positioned in the gap between the first and
second sidewalls, and a second reaming edge positioned in
the gap between the second and third sidewalls.

Other aspects of the invention will become apparent by
consideration of the detailed description and accompanying
drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a perspective view of a screwdriver including a
conduit reamer according to one embodiment of the inven-
tion.
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FIG. 2 is an exploded perspective view of the screwdriver
and the conduit reamer shown in FIG. 1.

FIG. 3 is a side view of a blade of the conduit reamer shown
in FIG. 1.

DETAILED DESCRIPTION

Before any embodiments of the invention are explained in
detail, it is to be understood that the invention is not limited in
its application to the details of construction and the arrange-
ment of components set forth in the following description or
illustrated in the following drawings. The invention is capable
of other embodiments and of being practiced or of being
carried out in various ways.

FIGS. 1 and 2 illustrate a screwdriver 10 according to one
embodiment of the invention. The illustrated screwdriver 10
is a manually-operated hand tool that is operable to drive a
screw, or other fastener, into a work piece. In the illustrated
embodiment, the screwdriver 10 includes a handle 14 and a
conduit reamer 18. In some embodiments, the handle 14 and
the conduit reamer 18 may be two separate components that
are permanently or releasably secured together. In other
embodiments, the handle 14 and the conduit reamer 18 may
be integrally formed as a single component. In the illustrated
embodiment, the screwdriver 10 also includes a ratcheting
mechanism 20 such that the screwdriver 10 is a ratcheting
screwdriver. In other embodiments, the screwdriver 10 may
be a non-ratcheting screwdriver.

The handle 14 includes an elongated grip 22 configured to
be grasped by a user. In some embodiments, the grip 22 may
be covered or coated with an elastomeric material to facilitate
grasping and handling the screwdriver 10. In the illustrated
embodiment, the handle 14 also includes a plurality of storage
pockets 26. The pockets 26 are formed as recesses that are
circumferentially spaced apart around the handle 14. The
pockets 26 are separated from one another by sidewalls 30
and are configured to store screwdriver bits 34. Each bit 34
includes a screwdriver head, such as a flat head, a Phillips
head, a torque head, or the like, that can engage and drive a
corresponding threaded fastener. Each sidewall 30 includes a
recessed surface 38 to facilitate accessing and removing the
bits 34 from the pockets 26.

The conduit reamer 18 is coupled to and extends from the
handle 14 such that the conduit reamer 18 is supported by the
handle 14. In the illustrated embodiment, the conduit reamer
18 includes three cylindrical portions 42, 46, 50 of different
diameters. In other embodiments, the conduit reamer 18 may
include fewer or more cylindrical portions. The first cylindri-
cal portion 42 has the largest diameter and extends from the
handle 14. The second cylindrical portion 46 has a smaller
diameter than the first cylindrical portion 42 such that the
second cylindrical portion 46 is positioned partially within
the first cylindrical portion 42 and extends between the first
and third cylindrical portions 42, 50. The third cylindrical
portion 50 has the smallest diameter such that the third cylin-
drical portion 50 is positioned partially within and extends out
of'the second cylindrical portion 46. The cylindrical portions
42, 46, 50 are arranged coaxially with each other and with the
handle 14 such that the conduit reamer 18 has a stepped
profile. Each cylindrical portion 42, 46, 50 includes a rela-
tively thin sidewall 54, 58, 62. The sidewalls 54, 58, 62 are
arranged concentrically such that a gap 66, 70 is formed
between adjacent sidewalls 54, 58, 62.

The illustrated conduit reamer 18 also includes a bit
receiver 74. The bit receiver 74 is coaxial with the cylindrical
portions 42, 46, 50 and positioned within the sidewall 62 of
the third cylindrical portion 50. An outer surface 78 of the bit
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receiver 74 is spaced apart from the sidewall 62 of the third
cylindrical portion 50 to define a gap 82 therebetween. The bit
receiver 74 defines a longitudinal bore 86 for receiving each
of the screwdriver bits 34. In the illustrated embodiment, the
bore 86 is defined by a hexagonal inner surface 90 configured
to engage hexagonal shafts of the bits 34. In other embodi-
ments, the bore 86 may be defined by inner surfaces having
other shapes or configurations to receive different bit shafts.
In some embodiments, a magnet may be positioned within or
adjacent the bore 86 to facilitate coupling the screwdriver bits
34 to the receiver 74.

The conduit reamer 18 further includes a blade 94. The
blade 94 is configured to ream or debur conduits (e.g., pipes,
tubes, etc.) of various diameters. In the illustrated embodi-
ment, the blade 94 is positioned within a slot 98 (FIG. 2). The
slot 98 is formed in the outer surface 78 of the bit receiver 74
and extends through the sidewalls 54, 58, 62 of the cylindrical
portions 42, 46, 50. The blade 94 is secured within the slot 98
by a set screw (not shown) that nests within arecess 102 (FIG.
2) formed in the blade 94. The slot 98 and the set screw allow
the blade 94 to be removed from the screwdriver 10 and
replaced with a fresh blade after becoming worn. In other
embodiments, the blade 94 may be secured to the conduit
reamer 18 using other suitable fastening means. In still other
embodiments, the blade 94 may be integrally formed on the
conduit reamer 18.

As shownin FIGS. 2 and 3, the illustrated blade 94 includes
three reaming edges 106, 110, 114 and three planar edges
118, 122, 126. In other embodiments, the blade 94 may
include fewer or more reaming edges, depending on the num-
ber of cylindrical portions extending from the handle 14.
Each reaming edge 106, 110, 114 is generally V-shaped and
positioned within one of the gaps 66, 70, 82 when the blade 94
is inserted into the slot 98 (as shown in FIG. 1). The first
reaming edge 106 is positioned in the gap 66 between the first
cylindrical portion 42 and the second cylindrical portion 46,
the second reaming edge 110 is positioned in the gap 70
between the second cylindrical portion 46 and the third cylin-
drical portion 50, and the third reaming edge 114 is positioned
in the gap 82 between the third cylindrical portion 50 and the
bit receiver 74. The reaming edges 106, 110, 114 receive ends
of conduits to ream and debur the conduits.

The planar edges 118, 122, 126 are positioned between the
reaming edges 106, 110, 114. The first planar edge 118
extends from an end of the first reaming edge 106 toward a
rear of the blade 94. The second planar edge 122 extends from
another end of the first reaming edge 106 to an end of the
second reaming edge 110. The third planar edge 126 extends
from another end of the second reaming edge 110 to an end of
the third reaming edge 114.

As shown in FIG. 1, the planar edges 118, 122, 126 are
shaped and sized such that the blade 94 is flush with the
sidewalls 54, 58, 62 when the blade 94 is inserted into the slot
98. That is, the first planar edge 118 generally aligns with the
sidewall 54 of the first cylindrical portion 42, the second
planar edge 122 generally aligns with the sidewall 58 of the
second cylindrical portion 46, and the third planar edge 126
generally aligns with the sidewall 62 of the third cylindrical
portion 50. Such an arrangement gives the cylindrical por-
tions 42, 46, 50 of the conduit reamer 18 a smooth and
continuous appearance when the blade 94 is coupled to the
screwdriver 10.

In operation, the illustrated conduit reamer 18 is configured
to ream conduits having three different diameters. For
example, the first reaming edge 106 of the blade 94 can ream
an electrical metal tube (EMT) having a 1 inch inside diam-
eter, the second reaming edge 110 can ream an EMT having
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a %0 inch inside diameter, and the third reaming edge 114 can
ream an EMT having a 2 inch inside diameter. An end of a
conduit is inserted into the appropriate gap 66, 70, 82 formed
in the conduit reamer 18 until the end contacts the corre-
sponding reaming edge 106, 110, 114. The gaps 66, 70, 82
provide clearance between the cylindrical portions 42, 46, 50
and the bit receiver 74 for portions of the conduit that are not
in contact with one of the reaming edges 106, 110, 114. The
screwdriver 10 is then rotated relative to the conduit to ream
and debur the end of the conduit.

Although the invention has been described in detail with
reference to certain preferred embodiments, variations and
modifications exist within the scope and spirit of one or more
independent aspects of the invention.

Various features and advantages of the invention are set
forth in the following claims.

The invention claimed is:

1. A screwdriver comprising:

a handle;

a screwdriver head coupled to the handle; and

a conduit reamer coupled to the handle, the conduit reamer
including

a first cylindrical portion having a first sidewall with a first
diameter,

a second cylindrical portion positioned partially within and
extending out of the first cylindrical portion, the second
cylindrical portion having a second sidewall with a sec-
ond diameter, the second sidewall extends out of the first
cylindrical portion, the second diameter being smaller
than the first diameter such that a gap is formed between
the first and second sidewalls,

a blade having a reaming edge positioned in the gap
between the first and second sidewalls; and
a slot extending through the first sidewall and the second

sidewall, and wherein the blade is positioned within
the slot.

2. The screwdriver of claim 1, wherein the blade includes a
first planar edge extending from a first end of the reaming
edge and a second planar edge extending from a second end of
the reaming edge, and wherein the first planar edge is gener-
ally aligned with the first sidewall and the second planar edge
is generally aligned with the second sidewall such that the
blade is flush with the first and second sidewalls.

3. The screwdriver of claim 1, wherein the blade is remov-
ably secured within the slot.

4. The screwdriver of claim 1, wherein the reaming edge of
the blade is generally V-shaped.

5. The screwdriver of claim 1, wherein the conduit reamer
further includes a third cylindrical portion positioned par-
tially within and extending out of the second cylindrical por-
tion, wherein the third cylindrical portion has a third sidewall
with a third diameter, and wherein the third diameter is
smaller than the second diameter such that a gap is formed
between the second and third sidewalls.

6. The screwdriver of claim 5, wherein the reaming edge of
the blade is a first reaming edge, and wherein the blade has a
second reaming edge positioned in the gap between the sec-
ond and third sidewalls.

7. The screwdriver of claim 1, wherein the screwdriver
head is formed on a tool bit that is removably coupled to the
handle.

8. The screwdriver of claim 7, wherein the conduit reamer
further includes a bit receiver, wherein the bit receiver is
positioned within the second sidewall, and wherein the bit
receiver defines a bore that receives the tool bit.
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9. The screwdriver of claim 8, wherein an outer surface of
the bit receiver is spaced from the second sidewall such that a
gap is formed between the bit receiver and the second side-
wall.

10. The screwdriver of claim 9, wherein the reaming edge
of'the blade is a first reaming edge, and wherein the blade has
a second reaming edge positioned in the gap between the bit
receiver and the second sidewall.

11. The screwdriver of claim 9, wherein the conduit reamer
includes a slot formed in the outer surface of the bit receiver,
and wherein a portion of the blade is positioned in the slot.

12. The screwdriver of claim 7, wherein the handle
includes a plurality of storage pockets circumferentially
spaced apart around the handle, and wherein each storage
pocket is configured to receive a tool bit.

13. A screwdriver comprising:

a handle;

a tool bit including a screwdriver head; and

a conduit reamer coupled to the handle, the conduit reamer

including

a first cylindrical portion having a first sidewall with a
first diameter,

a second cylindrical portion positioned partially within
and extending out of the first cylindrical portion, the
second cylindrical portion having a second sidewall
with a second diameter, the second sidewall extends
out of the first cylindrical portion, the second diameter
being smaller than the first diameter such that a gap is
formed between the first and second sidewalls,

a third cylindrical portion positioned partially within
and extending out of the second cylindrical portion,
the third cylindrical portion having a third sidewall
with a third diameter, the third sidewall extends out of
the second cylindrical portion, the third diameter
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being smaller than the second diameter such that a gap
is formed between the second and third sidewalls,
a bit receiver positioned within the third sidewall, the bit
receiver defining a bore that receives the tool bit,
ablade having a first reaming edge positioned in the gap
between the first and second sidewalls, and a second
reaming edge positioned in the gap between the sec-
ond and third sidewalls; and
a slot extending through the first sidewall, the second
sidewall, and the third sidewall, and wherein the
blade is positioned within the slot.

14. The screwdriver of claim 13, wherein the slot is also
formed in an outer surface of the bit receiver.

15. The screwdriver of claim 13, wherein the blade
includes a first planar edge extending from a first end of the
first reaming edge, a second planar edge extending between a
second end of the first reaming edge and a first end of the
second reaming edge, and a third reaming edge extending
from a second end of the second reaming edge, and wherein
the first planar edge is generally aligned with the first side-
wall, the second planar edge is generally aligned with the
second sidewall, and the third planar edge is generally aligned
with the third sidewall such that the blade is flush with the
first, second, and third sidewalls.

16. The screwdriver of claim 13, wherein the blade is
removably secured within the slot.

17. The screwdriver of claim 13, wherein the first reaming
edge and the second reaming edge are generally V-shaped.

18. The screwdriver of claim 13, wherein an outer surface
of the bit receiver is spaced from the third sidewall such that
agap is formed between the bit receiver and the third sidewall,
and wherein the blade has a third reaming edge positioned in
the gap between the bit receiver and the third sidewall.
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